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Characteristics Characteristics

& Flow rates: from 10 to 150 Limin & Flow rates: from 50 to 820 Limin

& Element types: 25 to 250 micron ® Elsment types: 26 to 250 micron

& Element media: cleanable wire mesh @ Flement media: cleanable wire mesh

@ Indicator visual or electrical & Inclicator visual or electrical

®  Mounting: reservoir side-wall ® Mounting reservoir side-wall

® Port options: B5P ® Port oplions: SAE flange -

Charactaristies: Characteristics

@ Flow rates: from 25 to 850 Limin Flow rates: from 5 to 600 Limin

& Element types: 26 to 250 micron Elamant types: 90 and 250 micron

8@ Element media cleanable wire mash Elemeant media: cleanable wire mesh
® Indicator: visual or electrical Mourting: fully immersed in a reservoir
L ]
]

Mounting: in-line Port optians: BSP
Part options: BSF, SAE flange



Characteristics Characteristics

&  Max working pressure: 35 bar @ Max working preasure: 110 bar and 250 bar

® Flow rates: from 40 to 1000 Limin ® Flow rate: from 20 to 150 L/min

® Elament types: 3 to 250 micron @ Element types: 3 to 80 micron

@ EBlement media: glass fibre, resin impregnated cellulosa or wire mesh @ Element media: glass fibre or wire mesh

® Indicator differential visual, visual/electrical or electrical @ Indicators: differential visual, visualielectrical or alectrical
®  Mounting: in-line ® Mounting: pressure line

@& Port options: BSF, SAE flange @ Port options: BSP

MPS/MST =

Characteristics MPS-INLINE

® Max working pressure: 420 bar Characteristics

@® Flow rates: from 20 to 420 Limin Max working pressure: 12 bar

@® Eement types: 3 to 60 micron Flow rates: from 25 to 300 Lfmin

@ Element media: glass fibre or wire mesah Element types: 3 to B0 micron

@ Indicatora: differential visual, visual/electrical or electrical Element media: glass fibre, resin impregnated cellulose or wire mash
® Mounting: pressure fine Indicator: visual or electrical

@® Port options: BSP Maounting: in-lina

Port options: BER, SAE flange

MET-TANK MOUMNTED

Characteristics

Max working pressure: 12 bar

Flow rates: from 25 to 350 Lfmin

Element types: 3 fo 90 micron

Element media: glass fibre, resin impregnated cellulose or wire mash
Indicator: visual or electrical

Mounting: return line fitted to resenvoir cover

Part options: BGP

LA RS RN



MPF zeries

Characteristics
L]

Max working pressure: 3 bar

Flow rates: from 10 to 800 Lfmin

Element types: 3 to 30 micron

Element media: glass fibre, resin impregnated cellulose or wire mesh
Indicator: visual or electrical

Mounting: reservoir mounted

Fart aptions: BSP

Characteristics

Max working pressure: 20 bar

Flow ratas: from 30 to 1200 Limin

Elarment types: 3 and 250 micron

Elamant media: glass fibre, resin impregnated cellulose, wire mesh
Indicator: differantial visual, visualfelectrical or electrical
Mounting: reservoir mounted or in-line

Port options: BEP, BAE flange

MPT serics

Characteristics

(A X2 RN R J

Mex working pressure: 7 bar

Flow rates: frem 10 to 150 Lfmin

Elarment types: 3 to 20 micron

Element media: glass fibre, resin impregnated cellulose or wire mesh
Indicatorn wisual or electrical

Mounting: resenvoir mounted

Paort optiona: BSP

MRS series

MAS100 COMBINATION FILTER
Characteristics

Suction filtar with suction boost pressure 0.5 bar
Return filter with intermel bypass set at 2.5 har
Maximum: Working pressure 10 bar

Flow ratea: to 80 L'min

Elemeant types: 10 to 25 micron

Elermant media: glass fibre

Indicators: visual or electrical

Mounting: reservoir mounted

Fort options: BSP

Applications: hydmostatic transmission
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NV-NS series

Characteristics
Interchangeable for the Europesn
markel 1/27 mests 180 Standards
Tad41-1
Fleld of application
Industrial - Agricuiural
& LOCKING:
Ball bearings
COUPLING & UNCOUPLING
Refractable aleawve
SAFETY LOCK
OCCLUSION:
Couble ball bear|rgs -
Crauble valve -
Free passage
MATERIALS:
Tempared & zinced stesl
DIMENSIONS:
104 A e
19" -1t - 21
® WORKING PRESSURE:
e 130 bar
o 350 bar
® FLOW RATE:
frarm 8 irmin. 1 1000 Fmin

Characteristics

Interchangeatle o Standard |50
Ta41-1 A"

Field of application

Indusinal - Agriculiural

LOCKING:

Ball bearings

COUPLING & UNCOUPLING
Retraciable aleeve - Push-pall
DCCLUSION:

Dauble valve - Free passags
MATERIALS:

Tempered & zinced steel
HMENSIONS:

T e Pl i

WORKING PRESSURE:
fram 220 bar to 200 bar
FLOW RATE:

From 40 Imin. to 160 min.

AGRICULTURAL series

Characteristics

Interchangeable fo Standard 150

Ted1-1 aned |50 DISSETE

Fisld of application

Agriculiural

® LOCKING:
Ball beanngs - Secrews
COUPLING & UNCOUPLING
Ratractable: sleave - Push-pull -
Serew lypa

® COUPLING UNDER
PRESSURE:
hale undar pressure.
Female under pressure.
Both under pressure.
UNCOUPLING UNDER

PRESSURE
UNCOUPLING ONLY WITHOUT
PRESSURE
® OCCLUSION:
Double ball bearings
Doukde vahes - Double walve flat
® MATERIALS:
Tempered & zinced steet
® DIMENSIONS:
-1
& WORKING PRESSURE:
from- 200 bar to 300 bar
® FLOW RATE:

from 40 Vmén, 1o 65 Lmin,

Characteristics
Interchangaatle o the Garman
msarket
Fisld of application
Industrial - Agriculiural
® LOCKING:
Seréws
@ COUPLING & UMCOUPLING
Sorew typ=s
® COUPLING UMDER
PRESSURE:
Male under pressure.
Female: urder pressune,
Both under pressura.
UNCOUPLING UNDER
PRESSURE
OCCLUSION:
Double valve
MATERIALS:
Zinoad sleal
DIMENSIONS:
T - 308 - 142 -7
WORKING PRESSURE:
fromn 330 bar bo 480 bai
FLOW RATE:
froon 13 Vmin. 1o 160 1min:

VV series

Characteristics
Screw type coupiing
Field of application
Industrial - Agricuttural
® LOCKING:
Ball beanngs - Screws
® COUPLING & UNCOUPLING
Retractable slaave - Scraw hpe
® COUPLING UNDER
PRESSURE:
Male under pressure.
Female under pressura.
Bath under pressure.,
UNCOUPLING UNDER
PRESSURE
CCCLUSION:
Double valve - Free passage
MATERIALS:
Tempersd & zinced stes|
DIMENSIONS:
148" - 3" - 12" - 34" - 1°
WORKING PRESSURE:
from 230 bar 1o 350 bar
FLOW RATE:
fram 2 ¥min. to 150 Vmin.

e 2 @& @& @ @

Characteristics
Interchangsabée fo Standard 130
T241-1 “A°
Field of application
Inclustrial - Agricultural - Transposts
& LOCKING:

Ball bearings

@ COUPLING & UNCOUPLING
Hetractabla sleeva
® OCCLUSION:
Doubde valve - Fres passage
® MATERIALS:
Tempered & rinced stes|
# DIMEMSIONS:
107 - 387 - 1027 - 30" - 1" -
RFC N § gl

WORKING PRESSURE:
from 150 bar to 404 bar
FLOW RATE:

frem & Umin, to S50 Kmin,

Characteristice

Screw type coupling for high

PrEEsUne

Field of application

Industrial

& LOCKING:
Scraws

& COUPLING & UNCOUPLING
Scraw typa

® COUPLING UNDER
PRESSURE:
Male under pressure.
Female under pressure,
Both under presaure.,

& LUNCOUPLING UNDER
PRESSURE

& OCCLUSION:
Crouble wvalve

® MATERIALS:
Tempered & zinced steel wy
Brass
Stalnless stesl A1S1 318

8 DMENSIONS:
47 308" - 127 - 347 - 17 -
137 -1 -2

® WORKING PRESSURE:
from 250 bar to 800 bar
FLOW RATE:
frorn 5 min. 1o 850 Vmin:

Characteristics
Interchangeable to Standard 150
72411 "B"
Field of application
Indlustriai - Chemical - O share
& LOCKING:
Ball baarings
COUPLING & UNCOUPLING
Retractable sleewa
SAFETY LOCK
OCCLUSION:
Doubla valve - free passage
MATERIALS:
Tempered & zinced sleel
Brass
Stainless steel AISI 218
® DIMENSIONS:
18" - 18" - 38" - 102" - 347 - 1" -
e -
WORKING PRESSURE:
from &0 Bar to 300 bar
® FLOW RATE:
frowens 4 Vnnin, to 780 i,



TNV-TNL seres

Characteristics
Interchangeable for the American
miarket
Fleld of application
Indusirial
® LOCKING:
Ball bearngs
@ COUPLING & UNCOUPLING
Retractable sleave
@ SAFETY LOCK
& OCCLUSION:
Dansble valva - single valva
Frae passage
MATERIALS:
Tampered & zinced sies]
Brass
@ DIMENSIONS:
14" - 2B - 12 J . 1"
1147 - 12 -2
® WORKING PRESSURE:
from 50 bar to 300 bar
® FLOW RATE:
from 12 l'mir. to 900 Fmim,

¥ s

Characteristics

Screw with wing nut interchangeable

for the American market
Fiald of application
Industrial - Tranapaorts
® LOCKING:
Seraws
® COUPLING & UNCOUPLING
Sorew type
& COUPLING UNDER
PRESSURE:
Male under pressure,
Female under prassura.
Bath umder prassure.
UNCOUPLING UNDER
PRESSURE
OCCLUSION:
Double flat wvalve
MATERIALS:
Tampered & zinced stesl
Brass
DIMENSIONS:
B e R B
WORKING PRESSURE:
froem 200 bar 1o 250 bar
FLOW RATE:
froem G2 1fmin, 10300 Ymin,

2FFN series

Characteristics
Flat-face (28" mests HTMA
Standard)
Figld of application
Industrial - Earth mowing
® LOCKIMG:
Ball bearings
@® COUPLING & UNCOUPLING
Retractable sleava - Push-pull
® COUPLING UNDER
PRESSURE:
Male and femals with residual
pressure
UNCOUPLING UNDER
PRESSURE
SAFETY LOCK
OCCLUSION:
Double flat vaive
MATERIALS:
Tempered & zinced stes]
Stainleas steal ALS] 316
DIMENSIONS:
b Tr- i Fr-alic T B A
WORKING PRESSURE:
from 250 bar to 300 bar
FLOW RATE:
from 38 Umin. o 180 Vmin.

Characteristics
Screw with wing nut interchangeable
far the Europ=an marke
Field of application
Transpons
® LOCKING:
Screws
@ COUPLING & UNCOUPLING
Screw typa
& COUPLING UNDER
PRESSURE:
Male under pressure.
Female under pressurs.
Both under pressure.
UNMCOURLING UNDER
PRESSURE
OCCLUSION:
Double walve
MATERIALS:
Tempered & zincad stesl
DIMENSIONS:
a4" - 1"
WORKING PRESSURE:
frarm 250 bar te 330 bar
FLOW RATE:
from 110 Vmin. to 180 l'min.

® 8 @& » @& @

2FFJ - 3FFl series

Characteristics
Flat-faca (378 meats HTMA
Standard). Interchangeable for the
Europsan market.
Fieid of application
Industrial - Earth mowving
® LOCKING:
Bal bearings
@® COUPLING & UNCOUPLING
Retractable sleave - Push-pull
® COUPLING UMDER
PRESSURE:
Male under preaaura.
Femala with residual pressure
UNCOUPLING UNDER
PRESSURE
SAFETY LOCK
OCCLUSION:
Double flat wakwe
MATERIALS:
Tampered & zincad stesl
Stainless steel AIZ] 316
DIMENSIONS:
147 - 3" - 102 - 340 - 1"
WORKING PRESSURE:
fram 250 bar
FLOW RATE:
fram 20 Vmin. to 125 1fmin,

* o0 @

Characteristics
Scraw-llat face

Field of application
Industrial - Earth mowving

LOCKING:

Sorews

COUPLING & UNCOUPLING
Screw ype

COUPLING UNDER
PRESSURE:

kale under pressure.
Femals under pressure.
Buoih under preasure.
UNCOUPLING UNDER
PRESSURE

SAFETY LOCK
OCCLUSIGN:

Drouble flat vakve
MATERIALS:

Tempered with FPO suriace
protection (Faster Premier
Quality)

DIMENSIONS:

el S el 1 S O A=
WORKING PRESSURE:

from 300 bar to 400 bar
FLOW RATE:
from 3@ Vendn. 1o 320 Fmin,

PVVM series

Characleristics

Screw lar high pressure

Field of application

Inchuastrial

& LOCKING:

Scraws

® COUPLING & UNCOUPLING
Scraw type

® COUPLING UNDER
PRESSURE:

Mals under pressures,
Female undar pressurs,
Both under pressure

® UNCOUPLING UNDER
PRESSURE
OCCLUSHON:

Double valve

& MATERIALS:

Tempered & zinced steel
Stalnless steel AIS| 316
DIMENSIONS:

1/4" - 3rg"

@ WORKING PRESSURE:
frarm 1000 bar ta1 050 bar
FLOW RATE:
fram 15 Vmin. to 20 lmin.

DF series

Characteristica

Coupling for diagnasis

Field of application

Industrial - Agricultural - Earth meving

LOCKING:

Ball bearings
COUPLING & UNCOUPLING:
Aetractable sloeve
QCCLUSION:

Dguble Rat valve
MATERIALS:

Tempered & zinced steal
DIMENSIONS:

1447

WORKING PRESSURE:
480 bar

FLOW RATE:

3 Vmin.



Characteristics

Coupling far refrigerants

Fleld of application

Rafrigeraton

& LOCKING:
SCrEws

® COUPLING & UNCOUPLING

 Sorew hype

& COUPLING UNDER
PRESSURE:
Mile ursder pressura.
Famale undar prassure.
Both undes pressure.
UMCOUPLING UNDER
PRESSURE
OCCLUSION:
Crouble fiat valva
MATERIALS:
Tempened & zinced sieal
Brazs
DIMENSIOMNS:
1 =12 - g - 1"
WORKING PRESSURE:
from 35 barto B2 bar
FLOW RATE:
Fraer 1 eal o for 300 Vimen

1|

Characieristics

Check valves

Fiedd of application

Industrial

® OCCLUSION:
Single vahsa

@ MATERIALS:
Tempered & zinced stesd
Stalnless sleel M3 316

& DIMENSIONS:
147 = 38 - 102 - 37 - 17 - e
=0 - 2

® WORKING PRESSURE:
fram 130 bar to 425 bar

®@ STANDARD SETTIMNG:
0,35 bar
Orher seftings available

& FLOW RATE:
from 13 UVmin. to 700 Vmiry,

Characteristics

Bulticonnection for quick-releass

couplings and eleciric lines

Field of application

Agrclltural - Industrial

® COUPLING & UNCOUPLING
By lever

@& COUPLING UNDER

PRESSURE:

Male under pressire.

Femala under presaure,

Both under preasure.

UNCOUPLING UNDER

PRESSURE

SAFETY LOCK

QOCCLUSION:

Double flat vale

MATERIALS:

Tempered & zinced steal

DIMENSIONS:

AR = 127 3T

WORKING PRESSURE:

250 bar

FLOW RATE:

from’ 38 lmin. to 120 [fmim,

Gharacteristics
Interchangeable for the Japanese

miarket

Field of application
Indugtrizl

® LOCKING:

Ball bearings
COUPLING & UNCOUPLING
Ratractabls staove
OCCLUSION:

Diouble valve
MATERIALS:
Tempered & zinced stesl
DIMENSIONS:

14"

WORKING PRESSURE:
400 bar

FLOW RATE:

& iim,

* & @ @& @ @

Charecteristics
Interchangsable for the New Zealand
ke
Field of application
Transports
8 LOCKING:
Ball bearings
& COUPLING & UNCOUPLING
Retraciable sleave
® OCCLUSIOM:
Double vahe
® MATERIALS:
Tampared & zincad steel
® DIMENSIONS:
1
[ ]
@

WORKING PRESSURE:
230 bar

FLOW RATE:

160 rniir.

NVB serias

Characteristics

Interchangeabie for the American
market

Field of application

Industrial

® LOCKING:

Ball bearings

COUPLING & UNCOUPLING
Retractable sleeva

SAFETY LOCK
OCCLUSION:

Double valve

MATERIALS:

Tempered & zinced stes|
DIMENSIONS:

174"

WORKING PRESSURE:
400 bar

FLOW RATE:

& I'min

Characteriglics

Interchangeable for the Japanese
markel

Field of applicaticn

Industrial

® LOCKING:

Ball bearings

COUPLING & UNCOUPLING
Betractable sleeve
OCCLUSION:

Double valve

MATERIALS:

Tempered & zinced sigsl
DISENSIDMS:

14" - 38" - 127 -ad -7
WORKING PRESSURE:
from 230 bar o 400 bar
FLOW RATE:

frarm & Vein, to 130 Wmin,

= = @2 @ »
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BELLHOUSINGS
Characteristics
®  Cast aluminium

® Ectabliches perfact assembly between an electric moter and hydraulic

pump

@ Pilot bared or machined on request

Part number:

Frame Size:

NDH-10-PLBE 00.55-0.75 000.75 - 001.02 KDXB0, D305

01.10 - 1.50 001.50 - 002.04 DaoL
MNDH-40-PLB D2.20 - 3.00 003,00 - 004.08 DX100L

04,00 005.44 OX112M
NDH-60-PLB 05.50 - 07.50 007.50 - 010.20 DX1328, DX132M
NDH-80-PLE 11.00 - 15.00 015.00 - 020.40 DX160M, DX160L

! 18.50 - 22.00 025.16 - 030.00 Dxx1aoL, DX180M

NMDH-120-PLB 30.00 040.80 D200L :
NDH-130-PLB 37.00 - 45.00 050.32 - 061.20 02255, D225M ,
NDH-160-PLE 55.00 - 75.00 074,80 - 102.00 D2508, D250M
NDH-210-PLB 90.00 - 110.00 122.40 - 149.60 D28035, D280M

ALUMINIUM BELLHOUSINGS

Bellhousings Machined To

Customers
Spesification.

Part NumberocA oB C oF G H oJ oK L oM P Q@

NOH-10-PLE zuu_f-mu 95 Ef:acr 15 | 4| 165 |12 |14 | 25 | B [ 135
NOH-40-PLE 250 [ 180 115@155 18| 6|215(12 |14 | 25 | B | 168
NDH-60-PLE | 300 | 230 130! 180 | 18 | 8 | 265 | 15 | 17 | 25 | 1D 208
NDH-80-PLB | 350|250 || "Vl 215| 20 | 6 | 300 |19 | 20 | 25 | 12| 287
NDH-120-PLE | 400|300 (170|215 20 | 6 | 350 |19 | 20 | 25 | 13 (239 |
MNDH-130-PLE | 450|350 (220|200 | 28 | 8 | 400 |19 | 27 | 25 | 13 | 314
NDH-160-PLB | 550|450 (220|290 | 28 | & | 500 | 19 | 27 | 25 | 156 | 318
MDH-210-PLB | 550 | 450 |250 | 280 ] 28 | 8| 50019 |27 | 25 [ 15| 318

Diestign & Productions B & T Publisham
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